
TD-ATEX
5211999800  - TD-800/200 EXEIIT3 (230V50HZ) VE  - VENTILATOARE ÎN LINIE PENTRU TUBULATURA

Low profile in-line mixed flow duct explosion proof fans. TD-800 Ex is manufactured in antistatic plastic material. The others models are manufactured from sheet steel 
protected with black polyester paint coating. Detachable fan unit without demounting duct connections. Working temperature from -20 to +40ºC. Brand S&P model TD-
800/200 EXEIIT3 (230V50HZ) VE for an airflow 790 m³/h and static pressure 146 Pa.

Punct de functionare teoretic Grafic performante
Debit 800 m³/h
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230V

Presiune statica 150 Pa
Temperatura 20 °C
Altitudine 0 m
Densitate 1,2 kg/m³
Frecventa 50 Hz

Punct de functionare
Debit de aer 790 m³/h
Presiune statica 146 Pa
Presiune dinamica 29,4 Pa
Presiune totala 176 Pa
Efficiency 30
Puterea consumata 0,130 kW
Viteza pe refulare 7 m/s
Turatie ventilator 2450 rpm
Specific Fan Power 0,59 W/l/s

Constructie
Diametru 200 mm
Fan size 200
Greutate 5,00 kg

Caracteristici motor
Numar de poli 2
Tensiune 1-230V-50Hz
Curent maxim absorbit 0,6 A
Clasa IP IP44

Performante sonoreClasa izolatie motor B

63 125 250 500 1k 2k 4k 8k OverallDesen
Aspiratie (LwA) 31 44 58 64 70 70 65 56 74

Aspiratie LpA @ 1,5m 16 30 43 49 55 55 51 41 60

Refulare (LwA) 43 46 57 67 71 71 66 57 75

Refulare LpA @ 1,5m 29 31 42 53 56 56 52 42 61

Breakout (LwA) 11 39 42 47 59 62 52 39 64

Breakout LpA @ 1,5m - 25 27 32 44 47 38 24 50
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302 255 232.5 198 140 100 94 124 228.4
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